_ TECHNICAL SPECIFICATIONS
RENAULT NEW RENAULT KANGOO

RENAULT _gmwy RENAULT _ezowy RENAULT 9y RENAULT oy RENAULT _ezowy RENAULT _eowg
ece? eco” eco’r eco?r eco? eco”
DIESEL PETROL
dCi 75 dCi 75 Energy dCi 90 dCi 90 Energy dCi 110 Energy 1.6 16v 1.6 16v Energy
Version Step 3 dCi 75 Step 3 dCi 90 dCi 110 105 105 BVA TCe
115*
Depollution level EUROS5 EUROS5 EUROS5 EUROS EUROS EUROS EUROS EUROS EUROS EUROS EUROS5
MOTEUR \
Engine type K9K K9K K9K K9K K9K K9K K9K K9K K4M K4M H5ft
Cubic capacity (cm®) 1,461 1,461 1,461 1,461 1,461 1,461 1,461 1,461 1,598 1,598 1,198
hiumber of cylinders / 4l8 4/8 4/8 4/8 48 4/8 4l8 4l8 4116 4116 414
Max power kW CEE (hp) 55 (75) 55 (75) 55 (75) 66 (90) 66 (90) 66 (90) | 80 (110) | 80 (110) 78 (105) 78 (105) | 85 (115)
At (rpm) 4,000 4,000 4,000 4,000 4,000 4,000 4,000 4,000 5,750 5,750 4,500
Max torque Nm CEE 180 180 180 200 200 200 240 240 148 148 190
At (rpm) 1,750 1,750 1,750 1,750 1,750 1,750 1,750 1,750 3,750 3,750 2,000
Injection type Direct injection with Common-rail Indirect Multipoint Direct
Particules filter Yes Yes Yes | Yes | Yes | Yes Yes Yes No [ No No
Stop and Start No No No No Yes No No No Yes

GEAR BOX

Type
Number of gears

Max speed (km/h) (L1)
0 — 100 km/h (s)

CO; (g/km)
Urban cycle (I/100km) 5.4 5.2 4.7 5.4 5.2 4.7 5.0 4.8 9.7 10.8 -
Extra urban cycle (1/200km) 4.6 4.2 4.2 4.6 4.2 4.2 4.4 4.2 6.5 6.7 -
Combined cycle (I/100km) 4.9 4.6 4.3 4.9 4.6 4.3 4.6 4.4 7.7 8.2 -
Fuel tank capacity (I 60
Power steering Electric variable-rate power steering standard

Turning circle between 10.7 10.7 10.7 10.7 10.7 10.7 10.7 10.7 10.7 10.7 10.7
kerbs (m) (L1)

Turns lock-to-lock 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2 3.2
Front axles type | Pseudo Mac-Pherson type with rectangular lower wishbone

Rear axles type Torsible

WHEELS AND TYRES

Standard fitment 195/ 65R15 195 / 65R15

BRAKING \

ABS Standard | Standard | Standard | Standard | Standard | Standard | Standard Standard Standard Standard | Standard
Emergency brake assist Standard | Standard | Standard | Standard | Standard | Standard | Standard Standard Standard Standard | Standard
Eilset(r:itlrjzglct):nbrakeforce Standard | Standard | Standard | Standard | Standard | Standard | Standard Standard Standard Standard | Standard
ESC with Hill start assist . . . . . . . . . ) .

and Extended grip Optional Optional Optional Optional Optional Optional Optional Optional Optional Optional Optional
Front disk (mm) 280 280 280 280 280 280 280 280 280 280 -

15” rear disk (mm) 274 274 274 274 274 274 274 274 274 274 -

14” rear drums T9” T9” T9”

WEIGHTS (Kg) \ | |

Kerb weight (min / max 1,319/ 1,320/ 1,320/ 1,319/ 1,320/ 1,320/ 1,320/ 1,320/ 1,320/ 1,320/ )
options) 1,529 1,535 1,535 1,529 1,535 1,535 1,547 1,547 1,491 1,526

%m)veh'c'e weight 1,954 1,950 1,950 1,954 1,950 1,950 1,980 1,980 1,924 1,953 -
Gross train weight (GTW) 3,004 3,000 3,000 3,004 3,000 3,000 3,030 3,030 2,974 2,974 -
Unbraked trailer weight 697 695 695 697 695 695 695 695 698 698

Braked trailer weight 1,050 1,050 1,050 1,050 1,050 1,050 1,050 1,050 1,050 1,050 -

* Engine available from september 2013



